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Overview of Raven Polyurethanes 
Product Chemistry Type/ 

Description 
Typical Uses and Characteristics Substrate Application Method or 

Equipment 
AquataFlex 
505 

Polyurethane Hybrid 1:3 by volume spray, 3 min gel, 40 min tack free, ANSI 61.5 “Potable Water” 
certified, USDA Bio-Preferred, AWWA C222 Certified, 100% solids 

Concrete, Steel, Wood Graco XP50 type, heated plural 
component, static mix wand 

AquataFlex 506 Polyurethane Hybrid 1:1 by volume spray, 15 sec gel, 20 sec tack free, ANSI 61.5 “Potable Water” 
certified, USDA Bio-Preferred, 100% solids 

Concrete, Steel, Wood Graco Reactor® Type H.P.P.C. 
150°F/2200 psi 

AquataFlex 510 Polyurea Hybrid Spray, 15 sec Tack Free, ANSI 61.5 “Potable water” Certified, 100% solids Concrete, Steel, Foam, Wood, Pre-Sprayed Geo Fabric Graco Reactor® Type H.P.P.C. 
150°F/2200 psi 

Raven 502 Polyurea Hybrid 1:1 by volume spray, 4 sec tack free, “workhorse” hybrid, excellent humidity and 
moisture resistance, 100% solids 

Concrete, Steel, Foam, Wood, Pre-Sprayed Geo Fabric Graco Reactor® Type H.P.P.C. 
150°F/2200 psi 

Raven 503 Polyurethan Hybrid 1:1 by volume spray, 2 sec tack free, foam “hardcoat”, 100% solids Concrete, Steel, Foam, Wood, Graco Reactor® Type H.P.P.C. 
150°F/2200 psi 

Raven 507 Polyurethane 1:1 by volume spray, 60 sec gel, 2.5 min tack free, utility pole coating, AWWA 
C222 certified, 100% solids 

Galvanized, Steel, Utility Poles Graco Reactor® Type H.P.P.C. 
150°F/2200 psi 

Raven 510 Pure Polyurea Spray, 15 sec tack free, standard industrial Polyurea, up to 2% shrink, 100% solids Concrete, Steel, Foam, Wood, Pre-Sprayed Geo Fabric Graco Reactor® Type H.P.P.C. 
150°F/2200 psi 

Raven 511 Pure Polyurea Spray, 35 sec tack free, “Slow Cure” Polyurea, up to 0.8% shrink, 100% solids Concrete, Steel, Foam, Wood, Pre-Sprayed Geo Fabric Graco Reactor® Type H.P.P.C. 
150°F/2200 psi 

Raven 512 Pure Polyurea Spray, 15 sec tack free, “geo membrane”low-shrink, high elongation, pp to 
0.6% shrink , 100% solids 

Concrete, Steel, Foam, Wood, Sprayed-in place Geo 
Fabric 

Graco Reactor® Type H.P.P.C. 
150°F/2200 psi 

Raven 520 Polyaspartic Spray, 30 min tack free Aliphatic topcoat, Excellent UV and salt fog 
resistance, 3-8 mil DFT per coat, 100% solids 

Concrete, Steel, Topcoat for Raven polyureas Brush, Roller, Airless Spray 

Raven 525 Aliphatic Polyurea 1:1 by volume spray, 25 sec gel, 50 sec tack free, elastomeric, 100% solids Concrete, Steel, Wood, Topcoat for Raven polyurea  or 
standalone 

Graco Reactor® Type H.P.P.C. 
160°F/2200 psi 

Raven 541 Polyurethane 100% solids waterproofing membrane, fast cure, ready to topcoat in 4 hrs @ 72°F , 
20-50 mils DFT, 95% solids 

Concrete, Steel, Wood Brush, Roller, Squeegee 

Raven 545 Polyurethane Topcoat, Waterborne Aliphatic topcoat 3-5 mils DFT, 50% solids Concrete, Steel Wood Brush, Roller 
Raven 580 Pure Polyurea Patch Kit, slow cure, 8-10 minute Gel time, 1 hr tack free, 100% solids Concrete, Steel, Wood, Raven  polyurea substrate Hand Mix and apply 
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